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Abstract Acidic mine drainage (AMD) containing elevated concentrations of dissolved iron and other metals can
be neutralized to varying degrees by reactions with limestone in passive treatment systems. We evaluated the
chemical and mineralogical characteristics and the effectiveness of calcitic and dolomitic limestone for the
neutralization of net-acidic, oxic, iron-laden AMD from a
flooded anthracite mine. The calcitic limestone, with
CaCO3 and MgCO3 contents of 99.8 and \0.1 wt%,
respectively, and the dolomitic limestone, with CaCO3 and
MgCO3 contents of 60.3 and 40.2 wt%, were used to
construct a downflow treatment system in 2003 at the Bell
Mine, a large source of AMD and baseflow to the
Schuylkill River in the Southern Anthracite Coalfield, in
east-central Pennsylvania. In the winter of 2002–2003,
laboratory neutralization-rate experiments evaluated the
evolution of effluent quality during 2 weeks of continuous
contact between AMD from the Bell Mine and the crushed
calcitic or dolomitic limestone in closed, collapsible containers (cubitainers). The cubitainer tests showed that: (1)
net-alkaline effluent could be achieved with detention
times greater than 3 h, (2) effluent alkalinities and associated dissolution rates were equivalent for uncoated and
Fe(OH)3-coated calcitic limestone, and (3) effluent alkalinities and associated dissolution rates for dolomitic
limestone were about half those for calcitic limestone. The
dissolution rate data for the cubitainer tests were used with
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data on the volume of effuent and surface area of limestone
in the treatment system at the Bell Mine to evaluate the
water-quality data for the first 1.5 years of operation of the
treatment system. These rate models supported the interpretation of field results and indicated that treatment
benefits were derived mainly from the dissolution of calcitic limestone, despite a greater quantity of dolomitic
limestone within the treatment system. The dissolution-rate
models were extrapolated on a decadal scale to indicate the
expected decreases in the mass of limestone and associated
alkalinities resulting from the long-term reaction of AMD
with the treatment substrate. The models indicated the
calcitic limestone would need to be replenished
approaching the 5-year anniversary of treatment operations
to maintain net-alkaline effluent quality.
Keywords Coal mine drainage  Cubitainer tests 
Dolomite  Kinetics modelling  Limestone 
Passive treatment

Introduction
Background
Various strategies to remove dissolved iron, aluminum,
manganese, and associated metals from acidic mine drainage (AMD) could be appropriate depending on the volume
of the mine discharge, its alkalinity and acidity balance, the
concentrations of various metal species, and the available
resources for construction and maintenance of a treatment
system (e.g. Hedin et al. 1994; PIRAMID Consortium 2003;
Skousen et al. 1998; Watzlaf et al. 2004). For the passive
treatment of net-acidic AMD (acidity [ alkalinity; hot
acidity [ 0), the effluent typically is routed through a
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packed bed of crushed limestone or mixtures of organic-rich
materials and limestone, wherein the effluent is neutralized
and acquires alkalinity. If net alkaline, effluent with nearneutral pH (6 to 8) would be maintained after the oxidation
and hydrolysis of dissolved iron, manganese, and associated
metals; however, if net acidic, the effluent pH ultimately
could decline to acidic values (\4.5) (Kirby and Cravotta
2005a, b). Considering near-neutral pH and iron removal as
goals, treatment effectiveness will depend on the relative
rates of alkalinity production, iron oxidation, and solidsremoval processes. Nevertheless, limestone-dissolution
rates (e.g. Morse 1983; Plummer et al. 1979) and iron-oxidation rates (e.g. Kirby et al. 1999) can vary by orders of
magnitude depending on environmental conditions such as
temperature, pH, surface area of reactive substrate, concentrations of dissolved and suspended constituents, and the
possible involvement of microorganisms in chemical reactions. Consequently, AMD passive-treatment guidelines
generally are insufficient to determine an optimum treatment
strategy because of dynamic variations in environmental
conditions and uncertain relations between treatment-system size and the removal of acidity and other pollutants.
The dissolution of calcite (CaCO3) and dolomite
(CaMg(CO3)2), which are the principal minerals in limestone, increases the pH, alkalinity (HCO3- + CO32- +
OH-), and concentrations of calcium (Ca) and magnesium
(Mg) in a contacting solution by the following reactions or
some combination thereof:
CaCO3 ðsÞ þ 2Hþ $ Ca2þ þ H2 CO3

ð1Þ

CaCO3 ðsÞ þ H2 CO3 $ Ca2þ þ 2HCO
3

ð2Þ

CaMgðCO3 Þ2 ðsÞ þ 4Hþ $ Ca2þ þ Mg2þ þ 2H2 CO3
CaMgðCO3 Þ2 ðsÞ þ

2H2 CO3

$ Ca

2þ

2þ

þ Mg

þ

ð3Þ

4HCO
3
ð4Þ

þ

HCO
3 þ H $ H2 CO3 $ H2 O þ CO2 ðgÞ

ð5Þ

where [H2CO3*] = [CO2 (aq)] + [H2CO3o] (Plummer
et al. 1979; Stumm and Morgan 1996). Hence, the stoichiometric dissolution of 1 mmol CaCO3 will produce
1 mmol Ca2+; the stoichiometric dissolution of 1 mmol
CaMg(CO3)2 will produce 1 mmol Ca2+ and 1 mmol
Mg2+; and the HCO3- produced by Eqs. 2 through 4 can
neutralize acid (H+) and increase pH by Eq. 5. Because
combinations of the above reactions can produce H2CO3*,
HCO3-, and/or CO2 (g), the stoichiometric quantities of
HCO3- produced by limestone dissolution can vary from 0
to 2 mmol/mmol CaCO3 or 4 mmol/mmol CaMg(CO3)2.
Continuous inundation and retention of carbon dioxide
(CO2) can enhance limestone dissolution and alkalinity
production because the rate and extent of limestone dissolution tend to increase with increased partial pressure of

CO2 (PCO2 ) (Eqs. 2, 4) and/or decreased pH (Eqs. 1, 3)
(Langmuir 1997; Plummer et al. 1979; Stumm and Morgan
1996). Furthermore, the apparent dissolution rate tends to
increase as the exposed surface area of limestone increases
(particle size decreases) and/or the volume of solution
increases (Morse 1983). Although the dissolution rate of
calcite tends to be faster than that of dolomite under typical
environmental conditions (Herman and White 1985;
Langmuir 1997), some researchers have suggested that
dolomite may be preferable to calcite for neutralization of
low-pH, sulfuricacid solutions because of the potential for
gypsum (CaSO42H2O) coatings to form on calcite (e.g.
Huminicki and Rimstidt 2007). Because of locally elevated
concentrations of Ca2+ and other reaction products near the
surface of calcite, the potential for gypsum formation on
the calcite surface could be greater than indicated by the
saturation index based on the measured calcium and sulfate
concentrations in the bulk solution (e.g. Ball and Nordstrom 1991; Stumm and Morgan 1996). Nevertheless, few
studies have evaluated dolomite for the neutralization of
AMD. Of note, Watzlaf and Hedin (1993) evaluated the
reaction between AMD and different samples of limestone
with variable CaCO3 and MgCO3 contents in closed, collapsible containers (cubitainerÒ, Hedwin Corporation
2007) over 11 days. The alkalinity generated by dolomitic
limestone containing 46 wt% CaCO3 was approximately
half of that produced by reaction of the same AMD with
calcitic limestone samples containing 91 to 99 wt%
CaCO3. Consequently, Hedin et al. (1994) and Watzlaf
et al. (2004) specified crushed limestone fragments with a
maximum diameter of 5 cm and a minimum CaCO3 content of 90% for use in AMD passive-treatment systems.
Criteria for determining the size of a limestone bed for
the passive treatment of AMD typically consider the flow
rate and the alkalinity and acidity of the influent. Hedin and
Watzlaf (1994), Hedin et al. (1994), and Watzlaf et al.
(2004) used the average flow rate and assumed a constant
alkalinity, approaching the concentration in equilibrium
with CaCO3, to estimate the quantity of limestone needed
for an anoxic limestone drain (ALD). This widely used
sizing method prescribes detention times of 15 h or more
over a 20-year life span and is warranted for AMD with
elevated acidity ([300 mg/L). However, shorter detention
times and lower alkalinities may be warranted for AMD
that has a low acidity, a large flow rate, and/or where space
for construction is limited. In such cases, an appropriate
size can be determined by evaluating the rate of reaction
between the limestone and the AMD and the corresponding
alkalinity concentrations for a range of detention times.
Building on early methods of Watzlaf and Hedin (1993),
Cravotta (2003) developed asymptotic rate models to
describe the alkalinity concentration as a function of contact time (detention time) between the AMD and limestone
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in cubitainers and in corresponding ALD systems. Cravotta
suggested these rate models could be used to estimate the
minimum initial mass of limestone needed for an ALD to
produce alkalinity greater than or equal to the influent
acidity over a specified life span. Cravotta et al. (2004)
applied the cubitainer testing and modeling methods to
evaluate the effects of thin coatings of Fe(OH)3 or Al(OH)3
on the rate of limestone dissolution in an ALD or an oxic
limestone drain (OLD). They concluded that with the
additional consideration of surface-area corrections, the
cubitainer testing and modeling methods could be applicable to the design and evaluation of a variety of
limestone-based passive treatment systems, such as
downflow or upflow systems that attempt to manage the
accumulation of secondary solids within the limestone bed.
The precipitation and accumulation of Fe(OH)3, Al(OH)3,
gypsum, and various other secondary solids within a limestone-based treatment system can ‘‘armor’’ the limestone
surfaces, potentially decreasing the rate and extent of limestone dissolution and alkalinity production, and can decrease
the porosity and permeability of the limestone bed (Cravotta
and Trahan 1999; Cravotta and Watzlaf 2002; Hammarstrom
et al. 2003; Hedin and Watzlaf 1994; Robbins et al. 1996,
1999; Watzlaf et al. 2000; Weaver et al. 2004). Hence,
widely used design criteria for ALDs (e.g. Hedin et al. 1994;
PIRAMID Consortium 2003; Watzlaf et al. 2004) generally
are conservative with respect to the permissible concentrations of dissolved O2, FeIII, and Al in influent (\1 mg/L O2,
FeIII, or Al). Nevertheless, short-term laboratory studies
(\2 years) have indicated that under some circumstances,
thinly armored limestone can be effective for neutralization
of mine water containing moderate concentrations of dissolved O2 and low to moderate concentrations of FeIII and
Al (\10 mg/L) (Cravotta et al. 2004; Sterner et al. 1998;
Watzlaf 1997). Perforated piping can be installed within or
beneath the limestone bed to facilitate the flushing of
accumulated precipitates (Schueck et al. 2004; Weaver
et al. 2004). Thus, it was hypothesized that a downflow
limestone bed with flushing pipes could be effective for
treatment of net-acidic, oxic AMD with low to moderate
concentrations of dissolved metals and that laboratory cubitainer tests could indicate the potential effects of
armoring of the limestone and associated performance of
the treatment system.
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effluents from mines and other sources. Laboratory neutralization-rate experiments that were conducted by the US
Geological Survey (USGS) in March 2002 and December
2003 with Fe(OH)3-coated calcitic limestone, uncoated
calcitic limestone, and uncoated dolomitic limestone indicated the relations between detention time, pH, and
alkalinity of effluent and possible differences in reaction
rates among the different substrates. In this paper, the laboratory data were used to develop asymptotic first-order and
second-order models to indicate the rates of dissolution of
calcitic limestone and dolomitic limestone by the acidic
effluent, to quantify potential effects of metal-rich coatings
on reaction rates, and to evaluate the performance of a fieldscale passive-treatment system constructed of these materials at the Bell Mine Discharge in eastern Pennsylvania.
Description of Study Area
Detailed descriptions of the Bell Mine Discharge treatment
system and associated monitoring data for the first
1.5 years of its performance (April 2004–October 2005)
are reported in a companion paper (Cravotta and Ward
2008). In summary, a passive-treatment system with two
parallel, downflow cells, A and B, each filled with
300 metric tons (t) of calcitic limestone of ‘‘R-4’’ size (8–
30 cm) and 1,090 t dolomitic limestone of ‘‘R-5’’size (13–
45 cm) was constructed at the Bell Mine Discharge and
was flooded continuously with AMD influent to a depth of
0.65 m in March 2004. Each of the two downflow cells
treated approximately half of the influent to the treatment
system and was equipped with separate underdrain networks, outflow pipes, and spillways. Effluent that was not
transmitted downward through the treatment beds to the
outflow pipes exited by the spillways. Although a 0.3 m
thick layer of organic-rich compost was added to the calcitic limestone bed in cell B, a geotextile liner placed
between the compost and the underlying dolomitic limestone promoted the overflow and short-circuiting of flow
around the sides cell B. The combined flows from the
outlet pipes and spillways from both downflow-limestone
cells A and B were collected into an aerobic settling pond
and wetland where final oxidation, precipitation, and settling of metal-rich particles would occur. This paper
focuses on neutralization reactions within the limestone
beds of the treatment system at the Bell Mine.

Purpose and Scope
Materials and Methods
This paper describes laboratory dissolution-rate experiments and computational methods to evaluate reactions
between net-acidic, oxic, iron-bearing AMD and limestone
of different compositions. The methods could be useful for
the evaluation of various substrates for treatment of acidic
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Limestone Sampling and Analysis
In order to characterize the physical and chemical characteristics that may affect reaction rates with AMD,
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limestone samples used to construct the Bell Discharge
treatment system (Cravotta and Ward 2008) and for laboratory dissolution-rate experiments (described below) were
obtained from stockpiles at commercial sources in Lebanon
and Lancaster Counties, Pennsylvania. High-purity calcitic
limestone was obtained from the Annville Quarry, near
Annville, Lebanon County. According to O’Neill (1964,
pp. 5 and 30, sample 393), this quarry is in the Middle
Ordovician Annville Limestone, which has average CaCO3
content of 98.5 wt% and MgCO3 content of 1.1 wt%.
Another sample of limestone was obtained from the
Burkholder Quarry, near Ephrata, Lancaster County.
Limestone from the Burkholder Quarry is in the undivided
Lower Ordovician Beekmantown Group and is predominantly dolomitic with average CaCO3 content of 64.8 wt%
and MgCO3 content of 32.2 wt% (O’Neill 1964, pp. 4 and
25, sample 309). According to the Martin Limestone Co.
(written commun. 2004) and O’Neill (1964, pp. 25, samples 313 and 314), the Beekmantown Group locally
contains high-purity limestone with CaCO3 content greater
than or equal to 93.5 wt%.
To determine mineral composition, subsamples of the
calcitic limestone and dolomitic limestone were pulverized
and analyzed by X-ray diffraction (XRD) at the USGS
Minerals Resources laboratory in Reston, Virginia (Taggart
2002). The XRD patterns were collected on a Scintag theta–
theta diffractometer using copper radiation over the range of
3°–70° with a 0.02° step size and a count time of one second
per step. XRD patterns were interpreted with the aid of
Scintag and MDI Applications JADE search/match software and compared with reference patterns in the Powder
Diffraction File (ICDD 2002). The relative amounts of
different minerals were estimated by quantitative phase
analysis using the Siroquant computer program (Taylor and
Clapp 1992). Siroquant utilizes the full XRD profile in a
Rietveld refinement to estimate the weight percentages of
different minerals in a mixture (rock), based on a rigorous
identification of minerals present prior to the refinement.
The average stone density and unit surface area of the
calcitic and dolomitic limestone samples were determined
at the USGS Water Science Center laboratory in New
Cumberland, Pennsylvania, on the basis of the measured
dimensions, weight, and volume of 50 particles of each
rock type that had been sieved to retain Pennsylvania
aggregate size ‘‘2NS’’ (1.3–3.8 cm) (Pennsylvania
Department of Environmental Protection 2000). For each
rock type, the average stone density of the 50 particles was
computed from their combined weight and the volume of
water displaced by these particles. Additionally, for each
particle, the weight and the long, short, and intermediate
axis lengths (Ll, Ls, and Li, respectively) were measured
with a laboratory balance and calipers. Given the particle
dimensions, weight (M), and density (qS), the unit surface
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area (AS) of each particle was computed assuming an
ellipsoidal sphere as the particle geometry (Santomartino
2004; Santomartino and Webb 2007). The surface area of
an ellipsoid sphere (AE), which is intermediate between
that of a sphere and a rectangular prism with the same
average diameter, was computed as:

AE ¼ p  D2 S;
ð6Þ
where
D ¼ 2  ðVS =ð4=3pÞÞ1=3 ;

ð7Þ

S ¼ 1:15  0:25  Ll =D;

ð8Þ

and
VS ¼ M=qs :

ð9Þ

The actual particle volume (VS) for the sieved particles
ranged from 30 to 90% of the computed volume, assuming
a rectangular prism as the particle geometry, with median
and average values of 60%. Hence, for various standard
aggregate sizes, the particle volume could be assumed to be
60% of the rectangular prism volume:
VS ¼ 0:6  ð2  ððLl  Ls Þ þ ðLl  Li Þ þ ðLs  Li ÞÞ:

ð10Þ

Accordingly, given the reported dimensions for standard
aggregate sizes (Pennsylvania Dept of Environmental Protection 2000), the approximate unit surface area for different
standard sizes of aggregate, including R-4 (8–30 cm) and
R-5 (13–45 cm) used in construction of the treatment system, could be estimated using Eqs. 6, 7, 8, and 10.

Laboratory Neutralization-Rate Experiments
Laboratory neutralization-rate experiments were conducted
in the USGS Water Science Center laboratory in New
Cumberland, Pennsylvania, to evaluate the effects of
detention time, limestone purity, and ‘‘armoring’’ by secondary mineral encrustations on limestone dissolution rate.
Following methods of Cravotta (2003), the experiments
documented the chemical evolution of AMD from the Bell
Discharge in continuous contact with 2 kg of limestone for
an elapsed time of 2 weeks in an enclosed, 3.8 L nominal
volume cubitainer. Because the effluent in the cubitainer
was recirculated with a peristaltic pump, the tests mimic
chemical kinetics along the length of a simple plug-flow
system (Cravotta 2003).
Before loading in cubitainers, crushed limestone was
sieved to retain fragments with nominal diameters ranging
from 0.5 to 1.5 inches (1.3 to 3.8 cm), equivalent to
Pennsylvania aggregate size ‘‘2NS’’ (1.3–3.8 cm) (Pennsylvania Dept of Environmental Protection 2000). The
sieved limestone was washed with 5% (by volume)
hydrochloric acid (HCl), rinsed thoroughly with tap water
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and deionized water, and then air dried. Two sets of tests
were conducted beginning March 11, 2002, and December
23, 2003. During the first set of tests in March 2002, two
cubitainers contained clean, calcitic limestone and two
others contained Fe(OH)3-coated calcitic limestone that
had become thinly encrusted (&1 mm) with precipitate
after being immersed for 6 weeks at the Bell Discharge.
During the second set of tests, one cubitainer contained
uncoated calcitic limestone, a second contained previously
tested Fe(OH)3-coated calcitic limestone, and the third and
fourth contained clean, uncoated dolomitic limestone.
Immediately before each test, approximately 25 L of
untreated AMD from the Bell Discharge was collected into
four empty cubitainers, sealed without headspace, and
transferred on ice to the laboratory. Within 2 h of collection, the influent was used to fill four other cubitainers
containing 2 kg of limestone fragments. A peristaltic pump
with four heads on a single shaft was connected to these
four cubitainers for simultaneous circulation of solutions
without the introduction of air (closed conditions). The
pumping rate was maintained at 10 to 30 L/h to minimize
stratification and simulate flow through a bed of crushed
limestone. The approximate field temperature of 9 to 11°C
was maintained using an ice bath during the first 6 h. After
the first 6 h of the tests, the cubitainers and pump were
placed in a refrigerator and maintained at 5°C. Samples
were collected at 0.5 h intervals during the first 6 h, then at
24 h, and less frequent intervals after the first day; the last
sample was collected at 2 weeks. To determine the solution
volume, each cubitainer was weighed after loading the
limestone, after adding the influent, and at the completion
of testing.
Effluent samples from the cubitainers were withdrawn
through a valve using a 120 mL syringe. A 60 mL aliquot
was pushed through a 0.45 lm pore-size nylon filter. The
first 10-mL filtrate was discarded and the remaining 50 mL
filtrate was analyzed for pH, alkalinity to pH 4.5 endpoint
(American Public Health Association 1998a), and calcium
concentrations by ICP-AES or colorimetric titration
methods (American Public Health Association 1998b).
Calcite SI and PCO2 were computed with a spreadsheet
model using measured values for temperature, SC, pH,
alkalinity, and Ca; van’t Hoff temperature-corrected equilibrium constants from Ball and Nordstrom (1991); and
Debye–Huckel activity coefficients on the basis of estimated ionic strength (Langmuir 1997).
Following the methods of Cravotta (2003), time-series
data for the cubitainer tests were used to derive first-order
and second-order asymptotic rate equations to estimate the
concentration of alkalinity or Ca (Ct) in effluent as a
function of the detention time (td) within a limestone bed,
the influent concentration (C0), the maximum or steadystate concentration (CS), and the rate constant. Using the Ct
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data for the first 6 h of the cubitainer tests, linear regression
of ln[(CS - Ct)/(CS - C0)] as a function of detention time
yielded estimates of the first-order rate constant, k0 , in the
expression:
Ct ¼ CS  ½ðCS  C0 Þ  expfk0  td g;

ð11Þ

and linear regression of [1/(CS - C0) -1/(CS - Ct)] as a
function of detention time yielded estimates of the secondorder rate constant, k00 , in the expression:
Ct ¼ CS þ f1=½k00  td  1=ðCS  C0 Þg:

ð12Þ

In order to use the rate data for cubitainer tests to evaluate
systems with different particle sizes, the overall rate
constant (k0 or k00 ) was divided by the ratio of total
substrate surface area (A) to the average solution volume
(V):
K 0 ¼ k0 =ðA=V Þ; K 00 ¼ k00 =ðA=V Þ

ð13Þ

where K0 and K00 are the normalized first-order or secondorder rate constants, respectively. Accordingly, by assuming an ellipsoidal geometry and rearranging Eq. 13 to
multiply K0 or K00 by A/V for field conditions, the overall
rate constant for R-4 and R-5 particle sizes within limestone beds of treatment cells A and B could be estimated.
By combining these field-corrected rate estimates with
information on the initial mass of limestone, average
porosity of the limestone bed, and average flow rate
through the limestone bed, field-relevant, first-order and
second-order decay models were obtained indicating possible relations between the mass of limestone, detention
time, and effluent composition. By extrapolation, the
models could indicate future changes in mass of limestone,
detention time, and alkalinity of effluent on a decadal scale.

Results
Limestone Characteristics
The mineralogical, chemical, and physical characteristics
of the limestone samples used for cubitainer tests and for
construction of the treatment system for the Bell Discharge
are described in Table 1. The calcitic limestone was dark
gray with lighter-colored, rounded edges. The calcitic
limestone was nearly pure calcite, with calcium of 39.9 to
40.0 wt%, magnesium and silicon of 0.01 wt% or less, and
the balance oxygen and carbon. The dolomitic limestone
was light gray with sharp, angular edges and distinct white,
crystalline veins of pure calcite (confirmed by powder
X-ray diffraction) that ranged from hair-like veinlets to
veins up to 1 cm wide and coatings on fracture surfaces.
The dolomitic samples effervesced when 10% HCl was
dropped on the surface; however, the calcite veins reacted
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Table 1 Mineralogical, chemical, and physical characteristics of limestone used in cubitainer tests and in construction of the treatment system
for the Bell Mine Discharge near Mary D, Pa
Dolomitic Limestone

Calcitic Limestone

Minerals identified by X-Ray diffractiona
Calcite, CaCO3 (wt %)

11.7

15.6

99.8

99.9

Dolomite, CaMg(CO3)2 (wt%)

87.5

83.9

0

0

Quartz, SiO2 (wt%)

0.5

0.5

0.2

0

Muscovite, KAl3Si3O10(OH)2 (wt%)

0

0

tr

0

CaO (wt%)
MgO (wt%)

33.2
19.2

34.3
18.3

56.0
\0.01

56.0
\0.01

CO2 (wt%)

47.0

46.9

43.9

43.9

Constituent element concentration as oxide

SiO2 (wt%)

0.53

0.49

0.03

0.03

Element abundance estimates
Ca (wt%)

23.8

24.5

39.9

40.0

Mg (wt%)

11.6

11.1

\0.01

\0.01

C (wt%)

12.8

12.8

12.0

12.0

O (wt%)

51.6

51.4

48.0

Si (wt%)

0.20

Ca as CaCO3 (wt%)b

0.20

59.4
c

0.01

61.2

99.6

48.0
\0.01
99.9

Elements identified by X-Ray fluorescence element

Ca, Mg, Si

Ca, Mg, Si

Ca, Si, Al

Ca, Si

Physical characteristicsd

Cubitainers

Cells A & B

Cubitainers

Cells A & B

Particle size range (cm)

1.3–3.8

Total weight (kg)

2.0

Limestone bulk volume (m3)
Particle volume (m3)

0.00144
0.00068

Porosity (unitless ratio)

0.53

13–45

1.3–3.8

1,091,000

2.0

727
371

0.00130
0.00076

0.49

0.42

8–30
300,000
200
113
0.43

Bulk density (kg/m3)

1,390

1,500

1,540

1,500

Particle density (kg/m3)

2,940

2,940

2,650

2,650

Unit surface area (cm2/g)

1.54
2

Surface area to fluid volume ratio, A/V (cm /L)

898

0.13
395

1.44
903

0.19
512

Dolomitic limestone used in cubitainers and in treatment system from Burkholder Quarry, Lancaster County, Pa. (O’Neill 1964, pp. 4 and 25);
calcitic limestone used in cubitainers from Annville Quarry, Lebanon County, Pa. (O’Neill 1964, pp. 5 and 30). Mineralogical and chemical tests
reported for two samples of each rock type after the materials had been crushed, sieved, and washed for use in cubitainer tests
tr, trace; \, less than; wt%, weight percent; cm, centimeter; kg, kilogram; m3, cubic meter; kg/m3, kilogram per cubic meter; cm2/g, square
centimeter per gram; cm2/L, square centimeter per liter
a

The amounts of each mineral identified by X-ray diffraction (XRD) and the bulk composition of the sample based on the mineralogy were
estimated with the Siroquant computer program, which uses the Rietveld method on the entire XRD pattern (Taylor and Clapp 1992; Hammarstrom et al. 2003). Error on abundance estimates is 1 weight percent or less. Trace quantities of a mineral or poorly crystalline or amorphous
materials may not be detected by XRD owing to low peak to background ratios for such phases

b

Calcium concentration expressed as calcium carbonate by mulitplying the element concentration by 2.492

c

Energy dispersive X-ray fluorescence (XRF) analysis was used to qualitatively verify the chemical composition of samples

d

The particle density and unit surface area of the dolomitic and calcitic limestone samples used in the cubitainer tests were estimated on the
basis of the measured dimensions, weight, and volume of 50 sieved particles (1.3 to 3.8 cm) of each rock sample. Dimensions and volumes for
materials used to construct treatment cells A and B are consistent with physical relations described by Cravotta and Ward (2008, Fig. 1; Eqs. 8,
9) for ‘‘rip rap’’ R-4 and R-5 sizes (Pennsylvania Department of Environmental Protection 2000). The average unit surface area for different size
particles were computed assuming an ellipsoidal sphere as the particle geometry (Eq. 6)

more vigorously than the bulk material. One dolomitic
sample without visible calcite veins and one with calcite
veins consisted of 11.7 and 15.6 wt% calcite and 87.5 and
83.9% dolomite, respectively, with concentrations of calcium of 23.8 to 24.5 wt%, magnesium of 11.6 to 11.1 wt%,

silicon of 0.2 wt%, and the balance oxygen and carbon
(Table 1). On the basis of the mineralogy and corresponding element abundance estimates, the average CaCO3
content of the calcitic limestone was 99.6 to 99.9 wt% and
of the dolomitic limestone was 59.5 to 61.2 wt% (Table 1).
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As described above, the limestone particles for the cubitainer tests were sieved to 1.3 to 3.8 cm, consistent with
Pennsylvania aggregate size class 2NS (Pennsylvania
Department of Environmental Protection 2000). Despite
similar processing, the calcitic limestone fragments generally were larger and more rounded than the dolomitic
fragments. A subsample of 50 sieved calcitic limestone
fragments had a total weight of 671.0 g; total particle
volume of 252.8 cm3; and average short and long axis
lengths of 1.31 and 3.23 cm, respectively. Given the relations between the particle weight, volume, and axis
dimensions (Eqs. 6, 7, 8, and 10), the following averages
were computed for the calcitic limestone: particle density
of 2.65 g/cm3; bulk density of 1.54 g/cm3; bulk porosity of
0.42; and average unit surface area of 1.44 cm2/g
(Table 1). A subsample of 50 sieved dolomitic limestone
fragments had a total weight of 418.0 g, total particle
volume of 142.1 cm3, and average short and long axis
lengths of 1.12 and 2.53 cm, respectively. The dolomitic
limestone particles had an average particle density of
2.94 g/cm3, bulk density of 1.39 g/cm3, bulk porosity of
0.53, and average unit surface area of 1.54 cm2/g

(Table 1). Given larger unit surface area and porosity, a
2 kg sample of the sieved dolomitic limestone would have
greater exposure to surrounding fluid in the cubitainers
than a 2 kg sample of the sieved calcitic limestone.
The large, R-5 dolomitic limestone particles used for the
lower treatment beds in cells A and B had axis dimensions
ranging from 13 to 45 cm. In contrast, smaller, R-4 size
calcitic limestone particles used to construct the upper
treatment beds had axis dimensions ranging from 8 to
30 cm. Given the reported total weight of limestone used to
construct the treatment system and the approximate
dimensions of the limestone beds (Cravotta and Ward
2008, Fig. 1), combined with the particle density for calcitic limestone and dolomitic limestone used for cubitainer
tests, estimates were computed for the bulk volume, bulk
density, porosity, and void volume of the treatment beds
(Table 1). Assuming an ellipsoidal sphere as the particle
geometry (Eq. 6), the unit surface area of the R-5 size
dolomitic fragments was computed to be 0.13 cm2/g and
that of the R-4 size calcitic fragments was computed to be
0.19 cm2/g (Table 1). Hence, the R-4 and R-5 aggregate
used to construct the treatment system had unit surface
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Fig. 1 Concentrations of alkalinity and calcium as CaCO3 with
elapsed time of contact between Bell Discharge effluent and uncoated
or Fe(OH)3-coated calcitic limestone or uncoated dolomitic limestone
in collapsible, closed-containers (cubitainers): a Alkalinity, first-order
curve; b alkalinity, second-order curve; c Ca, first- order curve; d Ca,
second-order curve. Calcitic limestone immersed in flowing effluent
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at Bell Discharge for 6 wks became coated with Fe(OH)3. Cubitainer
tests were conducted in March 2002 and December 2003 with 2.0-kg
limestone under closed, circulated conditions. First- and second-order
asymptotic curves were derived using Eqs. 11 and 12, respectively,
with concentration data and rate estimates reported in Tables 2 and 3
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areas that were approximately an order of magnitude less
than those of particles used in cubitainer tests.

Laboratory Neutralization-Rate Experiments
The laboratory neutralization-rate experiments in March
2002 and December 2003 demonstrated the chemical
evolution of AMD from the Bell Discharge in contact with
particles of calcitic limestone or dolomitic limestone in
enclosed cubitainers. The pH, alkalinity, and calcium of
effluent samples collected from the cubitainers over an
elapsed time of 2 weeks are summarized in Table 2 and
Fig. 1. Although the concentrations of acidity and dissolved magnesium, iron, manganese, aluminium, and other
metals in effluent also were likely to evolve, these constituents were not measured for the cubitainer effluent.
For each of the three test conditions (uncoated, dolomitic limestone; uncoated, calcitic limestone; Fe(OH)3-

coated, calcitic limestone), the pH, alkalinity, and calcium
concentrations in the effluent increased rapidly during the
first few hours and thereafter gradually approached
‘‘steady-state’’ or equilibrium conditions within approximately 2 weeks (336 h) of continuous contact between the
AMD and limestone (Table 2, Fig. 1). These asymptotic
trends indicated a progressive decline in the limestone
dissolution rate as the effluent approached equilibrium with
calcite (Table 3, SI = 0.0). At the start of the tests in
March 2002 and December 2003, the AMD influent had pH
of 4.4 and 4.1 and net acidity of 35 and 14 mg/L CaCO3,
respectively. After only 1 h of contact between the AMD
and the limestone, the pH for all tests increased to values
ranging from 5.3 to 6.0 (Table 2). After 3 h of contact, all
the tests produced net-alkaline effluent (alkalinity [ initial
net acidity) with pH and alkalinity values ranging from 6.0
to 6.1 and 22 to 23 mg/L CaCO3 for uncoated dolomitic
limestone, 6.3 to 6.4 and 42 to 45 mg/L CaCO3 for
uncoated calcitic limestone, and 6.4 to 6.9 and 55 to

Table 2 pH, alkalinity, and calcium concentrations in effluent from Bell Mine Discharge after reaction with limestone in closed cubitainers
Elapsed
time (h)

Coateda calcitic limestone

Uncoated dolomitic limestone

Uncoated calcitic limestone

B5/Dec03

B6/Dec03

B2/Mar02

B4/Mar02

B8/Dec03

B1/Mar02

B3/Mar02

B7/Dec03

pH Alk Ca
(mg/L)

pH Alk Ca
(mg/L)

pH Alk Ca
(mg/L)

pH Alk Ca
(mg/L)

pH Alk Ca
(mg/L)

pH Alk Ca
(mg/L)

pH Alk Ca
(mg/L)

pH

42 4.1

Alk Ca
(mg/L)

0.0

4.1

0

66 4.1

0

66 4.4

0

42 4.4

0

0

66 4.4

0

42 4.4

0

42 4.1

0.5

5.1

4

68 5.1

4

68 5.4

9

67 5.5

13

71 5.7 13

88 5.8

14

83 5.7

19

77 6.3

34 106

0

66

1.0

5.5

9

82 5.3

7

74 5.8

19

81 5.8

19

79 5.9 18

90 5.8

23

94 6.0

27

89 6.3

47 114

1.5

5.6 11

84 5.6 12

78 5.9

26

91 6.0

26

91 6.1 25

100 6.1

34 112 6.1

34

99 6.5

54 128

2.0

5.9 13

88 5.8 13

80 6.1

38 103 6.1

31

92 6.4 33

106 6.2

40 126 6.2

39 105 6.5

57 130

2.5

5.9 16

88 5.9 16

80 6.2

39 107 6.2

38 107 6.3 39

120 6.3

51 131 6.3

49 113 6.7

74 138

3.0

6.1 23

88 6.0 22

88 6.3

45 112 6.3

43 116 6.4 42

122 6.4

59 145 6.5

55 123 6.9

76 140

3.5

6.1 24

92 6.1 22

88 6.4

53 131 6.3

52 125 6.4 43

126 6.2

67 166 6.4

61 140 6.8

78 142

4.0

6.0 24

94 6.1 22

92 6.4

60 135 6.5

57 137 6.4 45

128 6.4

75 168 6.5

70 147 6.8

80 148

4.5

6.2 25

88 6.1 22

92 6.5

68 144 6.5

69 145 6.4 46

132 6.6

82 184 6.6

75 155 6.8

82 150

5.0

6.2 29

94 6.1 26

86 6.6

74 144 6.6

70 148 6.4 45

132 6.7

88 187 6.7

82 156 6.8

82 150

5.5

6.3 28

96 6.2 25

96 6.6

79 158 6.7

81 160 6.6 51

130 6.7 101 193 6.7

91 174 7.0

82 154

6.0

6.3 31

104 6.2 29

88 6.7

85 161 6.7

86 156 6.6 51

130 6.8 102 202 6.9

92 171 7.0

85 160

24
144

6.3 34
6.7 57

112 6.5 41
124 6.8 66

100 7.0 108 205 7.1 114 200 6.8 66
126 7.2 127 nd 7.4 133 nd 7.1 82

144 6.9 137 249 7.1 130 214 7.3
176 7.4 138 nd 7.3 141 nd 7.4

100 164
102 174

336

7.0 67

132 7.0 72

126 7.2 134 229 7.4 138 229 7.5 91

178 7.3 143 260 7.4 148 227 7.7

111 170

Cubitainer tests conducted at U.S. Geological Survey Water Science Center, New Cumberland, Pennsylvania, March 11–28, 2002 and December
23, 2003–January 6, 2004, following methods of Cravotta (2003). Each test was conducted at 5°C under closed, circulated conditions (10 to 30 L/h)
and used 2 kg of sieved, pre-rinsed limestone fragments and untreated effluent from the Bell Discharge. Data on chemical and physical characteristics of dolomitic limestone (CaCO3 = 0.60 weight percent) and calcitic limestone (CaCO3 = 0.99 weight percent) used in tests are shown in
Table 1. The pH, alkalinity, and calcium concentration of effluent samples were measured after filtration though 0.45-lm pore-size filter.
Alkalinity was determined by electrometric titration to pH 4.5 endpoint (American Public Health Association 1998a). In March 2002, calcium
concentration was determined by inductively coupled atomic emission spectrometry; in December 2003, calcium concentration was determined by
colorimetric titration (American Public Health Association 1998b). Additional data for samples at 0 and 336 h are shown in Table 3
h, hour; mg/L, milligrams per liter as calcium carbonate; ‘‘nd’’ no data;
a

Coated calcitic limestone became encrusted with Fe-hydroxide after 6 weeks contact with effluent at Bell Mine Discharge prior to cubitainer
tests in March 2002; the same material was reused in December 2003
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2.94

2.94

2.00

B8/Dec03

2.65

2.65

2.65

2.00

B7/Dec03

2.65

2.65

2.65

0.60

1.54

0.99

0.99
1.44

1.44

1.44

1.44

0.99

0.99

1.44

1.44

1.54

0.99

0.99

0.60

3.44

3.44

2.98

2.98

3.44

2.98

2.98

3.44

303

303

292

292

303

292

292

303

456

452

415

420

452

410

410

456

4.1

4.4

4.4

4.1

4.4

4.4

4.1

4.1

7.7

7.4

7.3

7.5

7.4

7.2

7.0

7.0

(units)

-1.7 -2.7

-1.5 -2.2

-1.6 -2.2

-1.6 -2.6

-1.4 -2.4

-1.5 -2.1

-1.4 -2.2

-1.4 -2.3

(log atm)

-2.1

-3.0

-3.1

-3.1

-3.5

-3.7

-4.4

-4.4

-0.1

-0.2

-0.2

-0.4

-0.1

-0.3

-1.1

-1.1

(log IAP/ Kt)

66

42

42

66

42

42

66

66

174

227

260

178

229

229

126

132

(mg/L CaCO3)

CS

Calcium

336 h C0

Calcite
saturation
indexb, c

336 h 0 h

Carbon
dioxide
Pressure

0 h 336 h 0 h

pH

K0 9
105
(L/
cm2/ h)

-10.9

-27.7 -32.9

-19.5 -20.2

-21.1 -21.8

-14.6 -17.3

-16.2 -16.8

-16.2 -16.7

-9.8

-10.7 -12.0

k0 9
102
(1/h)

K00 9
106
(L2/
cm2/
mg/h)

-81.8 -9.7

-21.0 -2.2

-20.0 -2.1

-22.3 -2.7

-15.0 -1.6

-15.1 -1.6

-22.8 -2.5

-24.7 -2.7

k00 9
104
(L/
mg/h)

Limestone dissolution rate constants

0

0

0

0

0

0

0

0

K0 9
105
(L/
cm2/
h)

k00 9
104
(L/
mg/h)

K00 9
106
(L2/
cm2/
mg/h)

-8.1

-9.0

-14.6 -1.6

-10.2 -11.4 -21.2 -2.4

k0 9
102
(1/h)

-13.0 -15.4 -22.9 -2.7

111 -22.0 -26.2 -48.5 -5.8

148 -15.9 -16.5 -18.3 -1.9

148 -19.5 -20.2 -24.6 -2.5

91

139 -15.4 -15.9 -18.1 -1.9

135 -16.2 -16.7 -19.9 -2.1

72

67

(mg/L
CaCO3)

C0 CS

Alkalinityd

First-order or second-order rate (Eqs. 11, 12, respectively) to estimate alkalinity or calcium concentration as a function of detention time uses the initial and steady-state concentration (C0 and CS) and the overall first- or
second-order rate constants (k0 and k00 ) derived from cubitainer tests. Normalized rate constant (K0 or K00 ) was computed as the product of the overall rate constant and the initial solution volume divided by the surface
area of substrate in the cubitainer: K = k(V/A), where the total surface area was estimated as the product of the mass and unit surface area of the solid substrate (Eq. 13). The overall rate constant for various particle
sizes can be computed as the product of the normalized rate constant and the surface area of particles divided by the solution volume

d

Alkalinity value greater than 0 is needed to compute SI and Pco2. Estimated values for SI and Pco2 at 0 h are given for first sample (at 0.5 h) with measurable alkalinity

c

Calcite saturation index (SI) and partial pressure of carbon dioxide (Pco2) computed using measured temperature, specific conductance (SC), pH, alkalinity as HCO3-, and calcium as Ca (Langmuir, 1997); van’t Hoff
temperature-corrected equilibrium constants from Ball and Nordstrom (1991); and Debye–Huckel activity coefficients on the basis of estimated ionic strength, I = 1.88(10-5)SC (Langmuir 1997)

b

Data on chemical and physical characteristics of dolomitic limestone and calcitic limestone used in tests are shown in Table 1. Coated calcitic limestone became encrusted with Fe- hydroxide after 6 weeks contact with
effluent at Bell Mine Discharge prior to cubitainer tests in March 2002; the same material was reused in December 2003

a

kg, kilogram; g/cm3, grams per cubic centimeter; wt%, weight percent CaCO3; cm2/g, square centimeters per gram; h, hours; mg/L, milligrams per liter; L/mg/h, liters per milligram per hour; cm2/mg/h, square centimeters per
milligram per hour; cm2/g, square centimeters per gram; atm, atmospheres; IAP, ion activity product; Kt, equilibrium constant at temperature indicated;\, less than;[, greater than

Cubitainer tests conducted at US Geological Survey Water Science Center, New Cumberland, Pennsylvania, March 11–28, 2002 and December 23, 2003–January 6, 2004, following methods of Cravotta (2003). Each test was
conducted at 5°C under closed, circulated conditions (10 to 30 L/h) and used 2 kg of sieved, pre-rinsed limestone fragments and untreated effluent from the Bell Discharge

2.00

2.00

B1/Mar02

B3/Mar02

Coated Calcitic Limestone

2.00

2.00

B2/Mar02

B4/Mar02

Uncoated Calcitic Limestone

2.00

2.00

B5/Dec03

B6/Dec03

Uncoated Dolomitic Limestone

336 h

(lS/cm)

0h

Mass Density Purity Surface Volume Specific
area
(L)
conductance
(kg) (g/ cm3) (wt
(cm2/g)
%)

Test/Date Limestonea

Table 3 Summary of cubitainer test conditions and rates of reaction between limestone and effluent from Bell Mine Discharge
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76 mg/L CaCO3 for Fe(OH)3-coated calcitic limestone
(Table 2). Nevertheless, the dissolution rate of uncoated
dolomitic limestone was substantially less than the dissolution rate of calcitic limestone. Although results for
duplicate tests varied and the trends for uncoated and
Fe(OH)3-coated calcitic limestone overlapped, the concentrations of alkalinity and calcium for tests with
Fe(OH)3-coated or uncoated calcitic limestone consistently
were greater and increased at faster rates than corresponding data for uncoated dolomitic limestone (Fig. 1).
The calcium and alkalinity concentration data for the
first 6 h of cubitainer testing and the maximum or steadystate concentrations at 336 h were used to compute firstorder and second-order rate estimates of the concentration
trends during the cubitainer tests (Table 3). The resultant
asymptotic curves for calcium and alkalinity concentration
as a function of detention time for each test are shown with
the corresponding data points (Fig. 1). As shown in Fig. 1,
the second-order estimates (Eq. 12) approximated the
observed calcium and alkalinity concentration trends better
than the first-order estimates (Eq. 11).
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with uncoated dolomitic limestone, uncoated calcitic
limestone, and Fe(OH)3-coated calcitic limestone
(Table 3). To compare field reaction rates with the cubitainer rate models, the detention times for the field
observations were computed by dividing the void volume
of the limestone bed by the average flow rate from the
outlet pipe (Cravotta and Ward 2008, Eq. 7).
The second-order rate models derived from the cubitainer tests generally are consistent with observed data for
the effluent from outlet pipes of cells A and B of the Bell
Discharge treatment system and indicate the alkalinity and
calcium concentrations increase with detention time within
the limestone beds (Fig. 2). Because the role of dolomitic
limestone under field conditions was uncertain, the
observed concentration data were plotted relative to the
detention time within the calcitic limestone bed only (solid
symbols) and within the calcitic and dolomitic limestone
beds combined (open symbols). As explained by Cravotta
and Ward (2008), small increases in the concentration of

Simulation of Limestone Dissolution and Alkalinity
Production Rates
Using the second-order estimates for the laboratory dissolution-rate experiments, kinetic models were developed to
evaluate the effects of detention time, limestone purity, and
Fe(OH)3 coatings on limestone dissolution rates and the
corresponding production of alkalinity in the Bell Discharge treatment system. Although the limestone used in
the cubitainer tests had chemical and mineralogical characteristics representative of the materials used to construct
the treatment system, it consisted of small particles with
large unit surface area and was reacted with a volume of
fluid greater than the void volume (Table 1). To normalize
the cubitainer rate constants for various sizes of particles
and volumes of AMD in contact with the limestone, the
overall rate constants were divided by the surface area to
volume ratio for the cubitainers (Eq. 13). For application to
the Bell Discharge treatment system, the normalized rate
constants were multiplied by the corresponding total surface area to void-volume ratio for the R-5 and R-4
limestone in cells A and B (Tables 1 and 3). The resultant
second-order rate models for predicted alkalinity and calcium concentrations as a function of detention time in the
limestone beds of the treatment system are displayed in
Fig. 2. These models were generated using the average
values for the rate constants derived from cubitainer tests
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Discussion: Modeling of Limestone Dissolution
and Treatment-System Performance
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Fig. 2 Measured and simulated effect of detention time within
limestone beds of Cells A and B of the Bell Mine Discharge treatment
system on CaCO3 concentration: a Alkalinity; b calcium. Point
symbols show observed monthly alkalinity or calcium concentration
at outflow pipes and computed detention time (Cravotta and Ward,
2008, Eq. 7) within the calcitic limestone bed only (solid symbols) or
within the calcitic and dolomitic limestone beds combined (open
symbols). Curves for coated calcitic limestone, uncoated calcitic
limestone, and uncoated dolomitic limestone computed on the basis of
averages for cubitainer tests with the specified substrate and secondorder rate constants for Eq. 12 (Table 3 )
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magnesium compared to calcium and alkalinity in effluent
from the treatment system indicate that the dolomitic
limestone was relatively unreactive and unimportant as a
source of alkalinity compared to the calcitic limestone.
The rate model for uncoated calcitic limestone can
explain the observed data for cell A, assuming that all of
the alkalinity and calcium were acquired only from the
upper limestone bed of the Bell Discharge treatment system (Fig. 2). However, the rate model for the uncoated
dolomitic limestone also can explain these data assuming
that the alkalinity and calcium were acquired from both the
upper and lower limestone beds. The actual situation
probably lies between these two extremes. This is consistent with results from the laboratory rate models that
indicated the overall rate of dissolution of dolomitic
limestone was less than half that of the calcitic limestone
(Figs. 1, 2). Hence, the dissolution of calcitic limestone is
the predominant mechanism, but not solely responsible, for
neutralizing AMD within cell A.
Although the effluent from cell A may be explained by
the rate model for dissolution of calcitic limestone, the
effluent from the outlet pipe of cell B of the Bell Discharge
treatment system contained lower concentrations of alkalinity and calcium compared to estimates on the basis of
the cubitainer rate models and the computed detention
times. Generally, the observed data for cell B are approximated by the rate model for dissolution of dolomitic
limestone. However, the agreement between the model and
observed data is poor. Poor agreement between the
observed data for cell B outlet pipe and the cubitainer
models could result from short-circuiting of flow past the
limestone beds. As explained by Cravotta and Ward
(2008), the effluent that ultimately was sampled from the
outlet pipe of cell B represented a mixture of influent that
bypassed the treatment media and partly treated effluent
that had contact with the dolomitic limestone.

Treatment-System Performance
Following methods proposed by Cravotta (2003), the
cubitainer dissolution-rate estimates (Tables 2, 3) were
extrapolated to indicate long-term decreases in the mass of
limestone and associated alkalinities resulting from the
reaction of AMD with calcitic limestone at the Bell Discharge treatment system (Fig. 3). The initial mass of 300 t
limestone in these decadal-scale models is the quantity of
calcitic limestone used to construct the upper layer of cells
A or B. Detention time within the limestone bed was
computed assuming constant median flow rates at the outlet
pipe for each of cell A (15.1 L/s) and cell B (4.8 L/s) and
assuming a constant porosity of 0.49. Calculations of
detention time and corresponding concentrations and fluxes
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of CaCO3 (calcium, alkalinity) were repeated for sequential
time steps to indicate long-term, future trends. Decreases in
the limestone mass and associated detention time with
increased age of the treatment system were estimated by
subtracting the load of calcium as CaCO3 produced at the
previous time step from the limestone mass at the current
time step. As the limestone mass decreased with age, its
total volume was assumed to decrease proportionally,
whereas the porosity and flow rates were assumed to
remain constant.
The cubitainer test results extrapolated over a decadal
time scale indicated that the effectiveness of treating the
AMD at Bell Mine could decline rapidly, with net-acidic
effluent possible at an age of 5 to 10 years, when the
effluent alkalinity becomes less than the median net acidity
of 20 mg/L CaCO3 of the Bell AMD inflow (horizontal
line; Cravotta and Ward 2008). As explained above, most
of the treatment at the Bell Mine resulted from the dissolution of calcitic limestone that was added as the top layer
in cells A and B; hence, the cubitainer models shown in
Fig. 3 illustrate trends for the calcitic limestone layer only.
Simulations of the limestone dissolution extrapolated over
a decadal time scale show the observed data are consistent
with cubitainer models for long-term decay. Two additional symbols are shown in Fig. 3 for September 2007
(3.5 year age) to indicate the current estimated mass of
limestone remaining in cell A or cell B could range from
182 t to 241 t. That is, approximately 2/3 of the original
calcitic limestone remains after only 3.5 year of treatment,
and the system will slowly become less effective with age.
Because of its larger initial mass and slower dissolution
rate, the dolomitic material will persist for a much longer
time and could be beneficial as a base layer as used within
the Bell Discharge treatment system. The dolomitic limestone could be expected to maintain its high transmissivity
and integrity in the vicinity of the perforated pipe flushing
system, while providing a moderate benefit as a secondary
source of alkalinity. The periodic addition of high-purity
calcitic limestone could increase the duration of effective
treatment, ensuring net- alkaline effluent over a 20-year life
span for the system.
The simulation of limestone dissolution within a treatment system on the basis of short-term cubitainer tests
(Figs. 2, 3) should be considered a rudimentary indication
of possible long-term field performance because few variables could be evaluated and/or were assumed constant.
Generally, laboratory testing of the reaction between AMD
and limestone in cubitainers can help indicate possible
rates of AMD neutralization by different substrates, identify possible long-term performance trends, and evaluate
strategies for the design of a treatment system. For example, tests can be designed to evaluate the effects of mixing
or layering components such as compost, calcitic
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Fig. 3 Simulated decreases in calcitic limestone mass, detention
time, and alkalinity with age of Bell Mine Discharge treatment system
based on second-order estimates for calcium and alkalinity production
rates by coated or uncoated calcitic limestone in cubitainers: a mass;
b detention time; c calcium concentration; d alkalinity concentration.
Computations use averages for initial and final concentrations and

rate constants, k’’, for specified conditions (Table 3) and assume
constant flow rate of 909 L/min for Cell A and 289 L/min for Cell B,
bulk porosity of 0.49, particle density of 2.65 g/cm3, and surface area
of 0.19 cm2/g for ‘‘R-4’’ size limestone. Symbols based on quarterly
average flow and CaCO3 concentrations for outlet pipes of Cells A
and B

limestone, dolomitic limestone, and/or other substrates that
combined, or alone, could be effective for alkalinity production and metals removal (e.g. Sterner et al. 1998;
Watzlaf 1997). Such testing could evaluate the effects of
particle sizes on dissolution rates and permeability and the
potential for long-term treatment.

reaction with dolomitic limestone or calcitic limestone,
even if the limestone particles were thinly coated by
Fe(OH)3. After 3 h of contact between the AMD and
limestone in the cubitainers, a net-alkaline effluent was
produced by all the materials tested. Nevertheless, the
dissolution rates and corresponding alkalinity production
rates for the calcitic limestone were more than two times
that of the dolomitic limestone. Greater production of
calcium and alkalinity indicate that calcitic limestone
would be more effective than the same mass of dolomitic
limestone for neutralization of AMD; however, because of
its higher rate of dissolution, the calcitic limestone would
be depleted before the dolomitic limestone.
Laboratory tests of the reaction rate between AMD and
different samples of limestone can be helpful for the design
and the evaluation of limestone-based passive-treatment
systems. Dissolution-rate models based on cubitainer tests
of the reaction between the Bell AMD and calcitic limestone extrapolated over a decadal time scale indicated that
the effectiveness of the treatment system at the Bell Mine
could decline rapidly because of depletion of the calcitic
limestone. With the depletion of the calcitic limestone and
a corresponding decrease in detention time within the

Summary and Conclusions
We evaluated the chemical and mineralogical characteristics of calcitic limestone and dolomitic limestone and their
effectiveness in neutralization of net-acidic, oxic, ironladen AMD from a flooded anthracite mine. Dolomitic
limestone with a CaCO3 content of approximately 60 wt%
and calcitic limestone with a CaCO3 content of at least 95
wt%, which had been used to construct the Bell Discharge
treatment system in east-central Pennsylvania, were tested
in the laboratory for their composition, approximate surface area, and rate of reaction with the untreated AMD. The
laboratory dissolution-rate experiments with 2 kg of limestone in enclosed cubitainers (cubitainers) demonstrated
that AMD from the Bell Mine could be neutralized by
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limestone bed, a net-acidic effluent could develop within 5
to 10 years. Hence, the periodic addition of calcitic limestone to the treatment system may be necessary to ensure
its effectiveness.
As demonstrated in this study and the companion paper
by Cravotta and Ward (2008), the performance of the Bell
Discharge treatment system and, possibly, other passivetreatment systems for treatment of net-acidic AMD may be
ensured by using high-purity calcitic limestone to increase
pH, add alkalinity, and accelerate metals removal and by
using dolomitic limestone as an underlying base substrate
for the flushing system. The relative stability of the dolomitic limestone and the use of this material as a base
substrate could be beneficial over the long term. Because it
dissolved slowly compared to the overlying calcitic limestone, the dolomitic limestone could be expected to
maintain its initial transmissivity and structural integrity in
the vicinity of the perforated pipe flushing system, while
providing a moderate benefit as a secondary source of
alkalinity.
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